Zero Discharge Rental
Equipment



Explosion-Proof Vacuum Unit

MODEL1 - 15hp
Size: 32" wx 68" | x 56" h
Weight: 1,000 Lbs.
Process Rates: 318 CFM. 24" Hg
Electrical: 15 Hp. Zone |, 480 volt. 3 phase

MODEL2 - 30 hp
Size: 48" wx 96" I x 78" h
Weight: 2.200 Lbs.
Process Rates: 675 CFM. 24" Hg
Electrical: 30 Hp, Zone 1. 480 voli, 3 phase

MODEL3 - 75 hp
Bize: 48" w X 96" X 78" h
Weight 3,500 Lbs,
Process Rates: 1.600 CFM. 247 Hg
Electrical: 75 Hp. Zone 1, 480 volt, 3 phase

MODEL4 - 100 hp
Stzel 487w x 96" 1 x TR h
Weight: 3.500 Lbs.
Process Rates: 1,800 CFM, 27" Hg
Elecrical: 100 Hp, Zone 1. 480 volt, 3 phase






Horizontal Decanting Centrifuge
(3400, 5500, SC4)




Cuttings Boxes

Specificatons
USCGIDLO.T. Spec 57
49 CFR 176.54
Marerials: ASTM - 36
Diesign Pressurer 12.7 psi

25 Bbl Boxes
Dlimensions:
10" wide!5 17 high/7"Y" long
Capacity: 1.050 gallons - 25 AP Bbk
Shipping Weight: 3
Grross Weight: 25,

12,5 Bbl Boxes

Llimensions:

407 wide/52" high!/G0” long
Capacity; 546 gallons - 12:5 AP Bbls
Shipping Weight: 1,050 Ibs, empiy




AREQO MATIC EXTERIOR PIPE WIPER

Features:

: Keeps hole closed ar all times.
. Wipes tapered pipe strings, BHA's, etc,
. Eliminates flying mud/brine and slippery drill floors.
. Opens for running bits, stabilizers, casings. etc.
. Lasts longer and wipes better than conventional split wipers; do not
remove to pull BHA.
Very compact. Fits all rigs.
. Rig air powered. Air use is minimal.
8. Rigs up on bell nipple, in polluuon pan or on idverter.
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